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	Stock No.	 T2751ST
	Type No.:	 YP-12+YC-12
		  American plug
	 Rating: 	125Vac@10A
	 Cable:	 SVT,18AWGx 3C
	 Colour:	 Black
	 Length: 	1.86 metres
	Withstand: 2500Vac@1S
	 Safety: 	UL, CSA

	Stock No.	 T3203ST
	Type No.:	 YP-35+YC-12
		  Australian plug
	 Rating: 	250Vac@10A
	 Cable:	 H05VVF, 0.75mm x 3G
	 Colour:	 Black
	 Length: 	1.86 metres
	Withstand: 2500Vac@1S
	 Safety: 	SAA

	Stock No.	 T2368ST
	Type No.:	 YP-22+YC-12
		  Euro plug
	 Rating: 	250Vac@10A
	 Cable:	 H05VVF, 0.75 x 3G
	 Colour:	 Black
	 Length: 	1.86 metres
	Withstand: 2500Vac@1S
	 Safety: 	VDE, D, ND, S, Fl, QVE, CEBEC, KEMA

Type No.:	   YP-21+YC-13
		  Euro plug
	 Rating: 	250Vac@2.5A
	 Cable:	 H03VVH2-F, 0.75mm x 3G
	 Colour:	 Black
	 Length: 	1.86 metres
	Withstand: 2500Vac@1S
	 Safety: 	VDE, D, ND, S, Fl, QVE, CEBEC, KEMA

Stock No.	 T2295ST	
Type No.:	 LT-317A+501
		  UK plug
	 Rating: 	250Vac@10A
	 Cable:	 H05VV-F, 0.75mm x 3G
	 Fuse:	 250Vac @ 13A
	 Colour:	 Black
	 Length: 	1.86 metres
	Withstand: 2500Vac@1S
	 Safety: 	BS 1363

Note: We also stock UK, USA and Australian Leads in Fig. 8 Type and 'Cloverleaf' and can supply many other types of mains Leads.
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