
 
 

    

12Volt DC Installation PSU Range 

 Universal AC Input 90τ264Vac 

 Low ripple & noise 

 No minimum load requirement 

 100% burn in test 

 

 Safety: CE 

 1 year warranty 

 Wall Mountable 

 CEC Rating ς Level IV 

 

Part No. T4456ST T4457ST T4458ST

Model No. SPA1201000-SP SPA1201500-SP SPA1202000-SP

Voltage 11.4-12.6 Vdc 11.4-12.6 Vdc 11.4-12.6 Vdc

Current (Max) 1A 1.5A 2A

Current (Min) 0A 0A 0A

Load Regulation +/-5% +/-5% +/-5%

Line Regulation +/-1% +/-1% +/-1%

Short Circuit 

Protection

Hiccup - self 

recovering

Hiccup - self 

recovering

Hiccup - self 

recovering

Ripple & Noise <120mV p-p <120mV p-p <300mV p-p

Operating Temp. 0 to 40ôC 0 to 40ôC 0 to 40ôC

Storage Temp. -20 to 70 'C -20 to 70 'C -20 to 70 'C

Nominal Input Votage 100 - 240 Vac 100 - 240 Vac 100 - 240 Vac

Voltage Range 90 - 264 Vac 90 - 264 Vac 90 - 264 Vac

Frequency 50/60 Hz 50/60 Hz 50/60 Hz

>80% >80% >80%

Efficiency Level: IV Efficiency Level: IV Efficiency Level: IV

Dimensions 105 x 42 x 32 (LxWxH) 105 x 42 x 32 (LxWxH) 105 x 42 x 32 (LxWxH)

I/P Cable 2Mtr open end 2Mtr open end 2Mtr open end

Hi Pot Test I/P-O/P 3KVac (60sec.) 3KVac (60sec.) 3KVac (60sec.)

<2.8A (at 220Vac 

input voltage)

<1.6A (at 220Vac 

input voltage)

<1.6A (at 220Vac 

input voltage)
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Storage Humidity

Operating Humidity
10% to 90% Non-

Condensing

10% to 90% Non-

Condensing

10% to 90% Non-

Condensing

5 to 90% RH Non-

condensing

5 to 90% RH Non-

condensing

5 to 90% RH Non-

condensing
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AC Input Current
0.30Arms (at full load 

& any input voltage)

0.30Arms (at full load 

& any input voltage)

0.70Arms (at full load 

& any input voltage)
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Certification
EMI/RFI Standard - EN 55022B / FCC

Safety Standard - UL 60065 / EN 60065

1.8Mtr 2.1 x 5.5 x 

12mm Center (+)

1.8Mtr 2.1 x 5.5 x 

12mm Center (+)

1.8Mtr 2.1 x 5.5 x 

12mm Center (+)

 
  



 
 

 

Weight: 100g Approx. 

Dimensions (in mm) : 

12Volt DC Installation PSU Range 


